SECTION 403 and BMD JSP-24-01B
403.15.2 Defective Mixture. Any mixture that becomes loose and broken, mixed with dirt or is in any way defective shall be removed and replaced with fresh, hot mixture, which shall be compacted to conform with the surrounding area. Any area showing an excess or deficiency of asphalt binder shall be removed and replaced.

403.15.2.1 Flushing/Bleeding.  Flushing/bleeding of the asphalt surface shall be avoided by the contractor in both the mix design and production.  Neither acceptance of a mix design by the engineer, nor passing QC/QA test results, shall relieve the contractor of responsibility for prevention of flushing/bleeding. Any mixture that exhibits flushing/bleeding, as determined by the engineer, shall be corrected by the contractor. Diamond grinding and grooving of the flushed areas to restore skid resistance will only be approved as a corrective action for shallow, non-severe flushing.  At the discretion of the engineer, the flushed areas may require removal and replacement.  All remediation costs shall be the sole responsibility of the contractor, including all evaluation cost.


SECTION 401
401.11 Defective Mixture. Any mixture showing an excess of bituminous material or that becomes loose and broken, mixed with dirt, or is in any way defective, shall be removed and replaced with a satisfactory mixture, which shall be immediately compacted to conform to the surrounding area.

401.11.1 Flushing/Bleeding.  Flushing/Bleeding prevention and corrections shall be in accordance with Sec 403.15.2.1.


SECTION 402
402.10.8  Surface Condition.  The surface of the mixture after compaction shall be smooth and uniform.  Any mixture showing an excess of asphalt binder or that becomes loose and broken, mixed with dirt or is in any way defective shall be removed and replaced at the contractor’s expense with a satisfactory mixture, which shall be immediately compacted to conform to the surrounding area.

402.10.8.1 Flushing/Bleeding. Flushing/Bleeding prevention and corrections shall be in accordance with Sec 403.15.2.1.

SECTION 409
409.7  Basis of Acceptance.  Acceptance shall be made no less than 14 days from completion of the route. Seal coat will be evaluated for acceptance by the engineer based on the following criteria:

(a)  No location having flushing/bleeding of binder in excess of two square feet or a combined area of flushing/bleeding greater than 10 square feet on any 50 foot length of two lane roadway.

(b)  No continued or ongoing tracking from seal coat onto other roadways or adjacent driveways.

(c)  No transverse and longitudinal construction joints from the seal coat application that are not straight, create a bump, or produce a poor riding surface.

(d)  Longitudinal construction joints that are straight and contain no gaps.

(e)  No asymmetric appearance stemming from longitudinal grooves or ridges in the surface.

(f)  A pavement treatment having complete aggregate coverage with full adherence to the roadway.

The contractor is responsible for any damage claims that are associated with the seal coat until the route is accepted by the engineer.

SECTION 413.10 MICRO-SURFACING
[bookmark: _Hlk31885906]413.10.5.2 Test Strip.  A test strip 500 feet long (minimum) and the width of one lane shall be constructed on the roadway within the project limits.  The micro-surfacing mixture shall be evaluated on the following criteria:

a) The micro-surfacing mixture shall exhibit an initial set time of 30 minutes or less.

b) After a 2 hour cure time, the micro-surfacing mixture shall be evaluated for marring resistance by opening the test strip to traffic and evaluating after 30 minutes or simulating traffic movements with a stopping and turning vehicle on the test strip.

No streaks, such as those caused by oversized aggregate or broken mix, shall be left in the finished surface. If excessive streaking develops, the job will be stopped until the contractor proves to the engineer the situation has been corrected.  Excessive streaking is defined as:

a) More than four drag marks greater than 0.5 in (12.7 mm) wide and 4.0 in (101 mm) long, or

b) 1.0 in (25.4 mm) wide and 3.0 in (76.2 mm) long, in any 29.9 yd2 area. 

No transverse ripples or longitudinal streaks of 0.25 in in depth will be permitted, when measured by placing a 10 ft. straight edge over the surface.

No surface flushing/bleeding will be permitted.

If any of the above criteria is unsatisfactory, the test strip and any mixture placed during the day’s production shall be removed and replaced at the contractor’s expense.  The test strip shall be repeated until the requirements are met.

413.10.5.4 Application. The micro-surfacing mixture shall be spread to fill cracks and minor surface irregularities, and shall leave a uniform surface. No lumping, balling or unmixed aggregate will be permitted. Longitudinal joints shall be placed on lane lines. Excessive overlap will not be permitted. The finished micro-surfacing shall have a uniform texture free of scratches, tears and other surface irregularities. The contractor shall repair the surface if any of the following conditions exist:

(a) More than one surface irregularity that is 1/4 inch or wider and 10 feet or longer in any 100-foot section of the micro-surfacing.

(b) More than three surface irregularities that are 1/2 inch or wider and more than 
6 inches long in any 100-foot section of the micro-surfacing.

(c) Any surface irregularity that is one inch or wider and more than 4 inches long.  The finished longitudinal and transverse joints in the micro-surfacing shall be complete and uniform.

The finished micro-surfacing surface shall be free of flushing/bleeding as determined by the engineer.  Any areas of micro-surfacing that exhibits flushing/bleeding shall require removal and replacement of the entire lane width.  Removal and replacement costs shall be the sole responsibility of the contractor, including all evaluation cost.

413.10.5.6 Repair of Damaged Areas. Any traffic-damaged, marred areas, flushing/bleeding areas or deficiencies as defined in Sec 413.10.5.4 shall be repaired by the contractor at the contractor’s expense.

[bookmark: _Toc289256649]SECTION 413.20 SCRUB SEAL.
413.20.4.2 Application. The scrub seal emulsion shall be uniformly applied with a pressure distributor at the rate specified in the contract or as designated by the engineer. The mixture shall be spread to fill cracks and minor surface irregularities and shall leave a uniform surface.  Flushing/bleeding will not be permitted.

413.20.4.6 Damaged or Marred Areas. Any traffic damaged, marred areas, flushing/bleeding, or other deficiencies shall be repaired by the contractor at the contractor’s expense.

SECTION 413.30 ULTRATHIN BONDED ASPHALT WEARING SURFACE.
413.30.6.6 Defective Areas. The contractor shall remove and replace defective areas at the contractor’s expense with material meeting specification requirements as directed by the engineer.

403.30.6.6.1 Flushing/Bleeding.  Avoidance of flushing/bleeding of the asphalt surface shall be considered by the contractor in both the mix design and production.  Neither acceptance of a mix design by the engineer, nor passing QC/QA test results, shall relieve the contractor of responsibility for prevention of flushing/bleeding. Any mixture that exhibits flushing/bleeding, as determined by the engineer, shall be removed and replaced by the contractor.   All remediation costs shall be the sole responsibility of the contractor, including all evaluation cost.

